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Data Sheet 

Cisco Nexus 3264C-E Switch 

Cisco Nexus 3000 Series Switches overview 

The Cisco Nexus
®
 3000 Series Switches are a comprehensive portfolio of 1,10/25,40,50,100G Gigabit Ethernet 

switches built from a Switch-on-a-Chip (SoC) architecture. Introduced in April 2011, this series of switches provides 

line-rate Layer 2 and 3 performance and is suitable for Top-of-the-Rack (ToR) architecture.  

Cisco Nexus 3264C-E product overview 

The Cisco Nexus 3264C-E switch is a dense, high-performance, power-efficient, 100-Gbps switch designed for the 

data center. This 2-Rack-Unit (2RU) model offers wire-rate Layer 2 and 3 switching on all ports with latency of 

450ns. Cisco Nexus 3264C-E introduces MACsec to the 3200 family, offering 16 ports of MACsec. 

The Cisco Nexus 3264C-E supports both forward and reverse (port-side exhaust and port-side intake) airflow 

schemes with AC and DC power inputs. 

The Cisco Nexus 3264C-E (Figure 1) is a Quad Small Form-Factor Pluggable (QSFP) switch with 64 QSFP28 

ports. Each QSFP28 port can operate at 10, 25, 40, 50, and 100 Gbps, up to a maximum of 128 x 25 -Gbps ports. 

Figure 1.   Cisco Nexus 3264C-E sw itch 

 

The Cisco Nexus 3264C-E switch has the following hardware configuration: 

ǒ 64 fixed 100-Gigabit Ethernet QSFP28 ports  

ǒ 16 fixed MACsec enabled ports  

ǒ Beacon LED 

ǒ Environment LED 

ǒ Status LED 

ǒ Lane-selected LED 

ǒ Dual redundant power supplies 

ǒ Redundant (3+1) fans 

ǒ 2 1/10G SFP+ ports (port 65 and port 66 in-front) 

ǒ 1 RS-232 console port  

ǒ 1 RJ45 and 1 SFP Management port 

ǒ 1 USB port 


