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Data Sheet 

Cisco Nexus C36180YC-R Switch 

Product Overview 

The Cisco Nexus
®
 C36180YC-R is a high-speed, high-density, 1, 10, 25, 40, or 100 Gigabit Ethernet switch 

designed for data center aggregation. The large buffers and routing table sizes of the Cisco Nexus C36180YC-R 

also make this switch an alternative for a wide range of applications, such as IP storage, Demilitarized Zone 

(DMZ), big data, and edge routing. The switch comes in a compact 1-Rack-Unit (1RU) form factor and provides 

extensive Layer 2 and Layer 3 functions. It is part of the R-Series family and runs the industry-leading NX-OS 

operating system software.  

The comprehensive programmability features enable organizations to run todayôs applications while also preparing 

them for demanding and changing application needs. The Cisco Nexus C36180YC-R supports both forward and 

reverse (port-side exhaust and port-side intake) airflow schemes with AC and DC power inputs. 

The Cisco Nexus C36180YC-R (Figure 1) is a Small Form-Factor Pluggable (SFP) and Quad SFP (QSFP) switch 

with 48 SFP and 6 QSFP28 ports. Each SFP port can operate at 1, 10, or 25 Gigabit Ethernet and each QSFP28 

can operate at 100 or 40 Gigabit Ethernet or in a breakout cable configuration
1
. 6 QSFP28 ports can supports the 

IEEE 802.1ae MAC Security (MACSec) standard. 

Figure 1.   Cisco Nexus C36180YC-R Switch 

 

Main Benefits 

The Cisco Nexus C36180YC-R provides the following: 

ǒ Wire-rate Layer 2 and 3 switching on all ports, with up to 3.6 Terabits per second (Tbps) and up to 1.67 

billion packets per second (bpps) 

ǒ Programmability, with support for Cisco
®
 NX-API, Linux containers, Extensible Markup Language (XML), 

and JavaScript Object Notation (JSON) Application Programming Interfaces (APIs), the OpenStack plug-in, 

Python, and Puppet and Chef configuration and automation tools 

ǒ High performance and scalability with a 6-core CPU, 32 GB of DRAM, and 8 GB of dynamic buffer 

allocation, making the switch excellent for massively scalable data centers and big data applications 

ǒ Flexibility: 

Ǔ Both fiber and copper cabling solutions are available for 1-, 10-, 25-, 40-, 50-, and 100-Gbps connectivity, 

including Active Optical Cable (AOC) and Direct-Attached Cable (DAC) 

Ǔ The QSFP28 ports can be configured to work as 4 x 25-Gbps or 4 x 10-Gbps ports 

                                                            

1
 Please refer to the software release note and optics support page for more details. 


